Switching Modes in Atpos AT-602 Thermal Printer

By Default, the printer will be in Label Mode

To Change Mode Lauch the printer test tool included in the driver’s package.
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From SET Printer Type dropdown menu - Select ESC/POS For
Receipt Printing or TSPL for for Label Printing
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ESC/POS for Receipt Printing | Bill Printing

Click on SET Button to set the mode. The printer will make a Beep Sound once the mode is SET




NV Logo Test l NV Download l

2D Barcode test l Print 2D Barcode l

Black Mark Setting: BlackMarkSet

File data send: Open File Send

Met Setting: SetNet BluetoothSet

USB MODE Setting: | SetUSB Printing | | Set Virtual COM

Printing Width Set Setting TR -
Height

Barcode Test UPC_A «| 129 -
[JSensH

P80 Black sens: SetSensttivity | 15 o] [12 »

DIP Setling: P80/58 Set DIP

Code page Set l PrintCodePage SetCodePage I:l

Density Set: Seat 5 "

SetPrinterType Set TSPL o

EPSON Set OFF -

Click on SET

Queuing function:

Setting

SetTime

Intelligent alarm:

Intelligent mode:

Idle alarm set:

Cutter with alarm:

H Parameter Set

P76 Buzzer Set

P76 Density Set

Toals:

SetUserData:

Type: Copies: Function Initail NO:
Normal ~ (1 ~| |[ON ~
TimeEn: Date: Time:
OFF - |12 Augus v||12:52:09 = | QueuEdit
Setting LED ON v |BEEPON  ~
Setting Group -
Setting ON -
Waiting time(s): Alarm on(s): Alarm offis):
6 ~| |3 ~| (10 v
Setting oM -

Alarm counter. Alarm time(*B0ms): Alarm mode:

4 v||2 >3
l PrintH l l SetDelta 5
Set NORMAL
QueueMonitor NetTool
return

TSPL for Label Barcode Sticker Printing

Click on SET Button to set the mode. The printer will make a Beep Sound once the mode is SET



